
Advantages
•	 Versatile use in fields and grass lands
•	 Wide choice of working units and other accessories such  

as rollers, leveling section and seed drill attachments
•	 High manoeuvrability
•	 Suitable for less powerful tractors or sloping land
•	 Long service life of the machine is guaranteed by the use  

of the highest quality materials in exposed areas, especially 
on the shaft and linkage. 

Applications
•	 Straightening, combing and other maintenance of 

permanent grass areas
•	 Pre-sowing preparation and rolling of seed after sowing

Working speed
up to 12 km/h

roller   
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Working width
2.6, 3 and 3.5 m

Leveling sectionSeeding machine

Rollers

Type
carried

Technical data 150 180 260 300 350

Working width [cm] 150 180 260 300 350

Transport width [cm] 150 180 260 300 350

Weight* [kg] 900 1 000 1 300 1 500 1 700

Working speed [km/h] 6-12

Min. power [kW] 30 30 40 40 50

3-point lincage III/2

* Depends on the machine specification

Rings C
•	Ø 510/530 mm 
•	Ductile iron GGG 50
•	Field application

Rings D
•	Ø 540/570 mm 
•	Ductile iron GGG 50
•	Field and grassland 

application

Rings Z
•	Ø 500/550 mm
•	Ductile iron GGG 50
•	Grassland and 

meadows upkeep

•	Electric or hydraulic 
fan drive

•	Various types of 
control modules

•	Available hopper  
capacities: 100 – 500 l

Agressive knife crossboard
•	Leveling section with 

aggressive knifes 
•	Excellent straightening ability, 

suitable for aerating turf and 
combing out stubble and moss

Two line 
wire harrows 
•	Diameter 12 mm

Application
grass land and field applications


